
MALE/FEMALE

THRU-BOLT PAIR

IN-WALL BLOCKING, TYPICAL ALL

LOCATIONS (PROVIDED BY OTHERS)

SLIDE LATCH

OUTSWING

STRIKE

INSWING STRIKE

1" THICK

PANELS, DOORS,

COAT HOOK

W/ BUMPER

DOOR PULL

& PILASTERS

STAINLESS STEEL

SURFACE-MOUNTED HINGE

STAINLESS STEEL

SURFACE-MOUNTED HINGE

MALE/FEMALE

THRU-BOLT PAIR

SLEEVE

STRIKE

BUMPER

14”

A.F.F.

55”

STD.

120” MAX

41 1/2”

3”

FRONT VIEW

SIDE VIEW

STAINLESS STEEL

SURFACE-MOUNTED HINGE

BRACKET

PLASTIC

CONTINUOUS

BRACKET

PLASTIC

CONTINUOUS

CONTINUOUS

BRACKET

PLASTIC

CONTINUOUS

BRACKET

PLASTIC

DOUBLE EAR

SINGLE EAR

13"

13”

13

13”

15”

(1 EACH TYPICAL)

(1 EACH TYPICAL)

SHOE

#10 - 1 3/8"

MACHINE BOLT

#10 - 5/8"

ONEWAY

SCREW

BUMPER

# 14 - 1 1/2" TORX SCREWS

WITH PLASTIC ANCHORS

# 14 - 3/4"

TORX 

SCREWS

14”

A.F.F.

55”

STD.

AJW
  Architectural Products

        Standard Elevation - Plastic Partitions

Stainless Steel Surface-Mounted Hinge - Continuous Plastic Bracket

                                  Floor to Ceiling Mounted


