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AJW
  Architectural Products

U862-SM
Waste Disposal & Toilet Tissue Dispenser 

Combination Unit

Cabinet: Fabricated of #22 gauge stainless steel. All exposed surfaces 
have a #4 satin finish.
Napkin Disposal: Self closing push panel door is fabricated of #22 gauge 
stainless steel. Removable Waste is fabricated of same material with pin 
tumbler lock. Waste is identified with International Graphic symbol.
Toilet Tissue Dispenser: #22 gauge stainless steel hat adapters secure 
chrome plated, spring loaded rollers in place. 
U007 Theft Resistant Adapter: Prevents spindle from being removed 
until roll has been depleted.
Hinges: All hinges are full length, heavy duty, stainless steel piano type 
hinges.
Overall Size: 15 1/4”W x 10 3/4”H x 4 1/4”D
438mm x 832mm x 108mm
Waste Capacity: 2 Gallons (.26 cu ft)
Toilet Tissue: Two standard rolls with a 5 1/4” (133mm) OD.  
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Push Panel Door

Coordinate installation with architect or contractor to avoid interference 
with surrounding objects in and out of wall. Transfer mounting points to 
wall surface and make sure unit is level, secure with proper fasteners 
for each application. 
Toilet Paper Dispensers: All dispensers that are to meet ADA code 
cannot have any type of controlled delivery. (4.16)
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