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    Single Ear Continuous Plastic Bracket

   Material:  PVC Plastic.

   Application:  Wall-to-panel connections; panel-to-pilaster connections

   Fasteners required per component:   (10) 1 1/2" Torx screws or (10) 3/4" Torx screws; (5) male/female thru-bolt pairs.

This information is subject to change without formal notice.  If you need additional help, AJW has a technical support staff that is ready to assist you by phone:  (845) 562-3332,  fax: (845) 562-3391,

                                                                    email: engineering@ajw.com or visit our website: www.ajw.com  Copyright © 2013 AJW Architectural Products
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Double Ear Continuous Plastic Bracket

   Material:  PVC Plastic.

   Application:  Wall-to-panel connections; panel-to-pilaster connections.

   Fasteners required per component:   (10) 1 1/2" Torx screws or (10) 3/4" Torx screws; (5) male/female thru-bolt pairs.

This information is subject to change without formal notice.  If you need additional help, AJW has a technical support staff that is ready to assist you by phone:  (845) 562-3332,  fax: (845) 562-3391,

                                                                    email: engineering@ajw.com or visit our website: www.ajw.com  Copyright © 2013 AJW Architectural Products
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Continuous Plastic H Bracket

   Material:  PVC Plastic.

   Application:  Panel-to-pilaster connections

   Fasteners required per component:  (10) male/female thru-bolt pairs.
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